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Integration Note

Manufacturer: MolSmart

Model Number(s): IR-RF Gateway

g! Core Module Version: 8.7.602

Driver Developer: Zoom Digital Home

Document Revision Date: 09 September 2023

Overview

This driver is to integrate MolSmart IR-RF gateway to control blind/shades with RF 433 Mhz or
Somfy RTS motors, and provide 3 IR ports to any IR device

Supported Features
e Open/Close/Stop: Control the open, close and stop of blind/shades motors.

o IR Port: 3 IR port gateway to connect any IR Elan device driver.

Any feature not specifically noted as supported should be assumed to be unsupported.

Driver License

This driver works for a trial period. After that it's requires a license key to function.

License keys can be obtained contacting us by drivers@zoomdigitalhome.com.br. License keys are
issued on a per controller basis. You only need a single license key for multiple instances on the same
controller.

License price is US$ 75.00

Dealer Support
Any help or support questions, please, contact us by drivers@zoomdigitalhome.com.br.
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Device Setup

Set up your device as recommended by manufacturer’s instructions.
Pay attention to IP address and communication port.
Set a static IP or reserve it on DHCP server.

Installation Process

1. Please check the latest driver version on www.zoomdigitalhome.com.br/drivers

2. Under the Lighting tab in configurator, add a new Lighting Interface.

" Communication De

Add Mew Lighting Interface...

F [F Keypad Templat
§% Schedule

Content Custom Pax

Media Interface Groups

Irrigation

3. Use the Search Folder button to point Configurator to the location of you saved the driver.

Add New Lighting Interface *
Mame IZoomDH MolSmart IR-RF Gateway
Device Type I~ Show Unsupported Devices
Mame | Version | Vendor ~
‘Vantage InFusion Controller 8.7 Build 602.0 Rel ELAN
Vantage Q-Series Controller 8.7 Build 602.0 Rel ELAN
Virtual Lighting Device Contraller 8.7 Build 602.0 Rel ELAN
ZoomDH Controlart MCRLT Light 2023.08.08 Zoom Digital ...
ZoomDH Controlart MCRL1 Light 2023.08.08 Zoom Digital ...
[iZoomDH MolSmart IR-RF Gateway 2023.09.09.02 Zoom Digital ...
ZoomDH MolSmart Relay Light 2023.04.21 Zoom Digital ...
ZoomDH MolSmart Relay Light 2023.04.21 Zoom Digital ...
ZoomDH_HM_X8_IP_Light 2023.02.02.01 ZOOM Digital ...
ZoomDH_HM_X8_Light 2023.02.06 ZOOM Digital ...
ZoomDH_HM_X8_Light 2023.02.08 Z00M Digital ...

Search Far Devices | Search Folder... | Cancel | OK I

4. Select the driver and click OK.
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5. Set up SmartRF Pro settings:

a. Serial Number: inform the serial number of device, see the product tag.
b. PWD: inform the password, on product tag too.
c. IP Address: set the IP of device.
d. Port: set the TCP port of device (default 80).

Under Lightning Devices, add New Device.

Set a Device Name and select Device Type as Shade.

On new device created, set up:
a. Device ID - device control ID copied from iDoor APP*
b. Open ID - id of button to open the blind/shade (default 1)
c. Stop ID - id of button to open the blind/shade (default 2)
d. Close ID — id of button to open the blind/shade (default 3)

2= Communication Devices

Lighting Device: Shade

Security L MolSmart IR-RF Gateway
2 Configuration

MName

Climate .

Content Device Classification Shade/Simple

= F : System #
Lighting |_- : Device Type

Display Name Shade
Hide Device from Ul Mo

Media

Video C Device ID 1660452875768795648

QOpen ID

Stop ID

Irrigation Close ID

Pool Contraol Device Testing
Utilities

Interface

Input/Output

Ew \apper

Madificar ramntn L4 DeVice ID
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9. Set TCP Server port (default 4998) on TCP IR Configuration:
% Communication Devi

= % Lighting Interfa TCP IR Configuration

Security = % ZoomDH MalSmart IR-RF Gateway | Configuration of TCP listen to IR connections

£} TCP IR Configuration

Climate [ Shade TCP Listen Port

o = [F Keypad Interfaces

Mew Keyp:
This port will be used on IR device connections.

10. Setup IR ports:
a. Go to Input/Output -> Communication Devices -> Add New Communication Device
b. Add new GlobalCache GC-100, iTach

¥ Communication

Communlcatlon Device: GlobalCache GC-100, iTach

W ET GlobalCache GC-100, iTach

System # 11346
Device Type Ethernet/ GlobalCache GC-100, iTach
Lighting Gene ari: 5 Installed 913/2023 20:11

Climate

Content - ; IP Address 192 . 168 . 252 . 21
Port 4998

Media =
GC-100, iTach
Video DE{} Teste

Set the IP address of GlobalCache to the Elan Controller IP
Default port is 4998. If you have a second MolSmart IR-RF gateway or changed the TCP
server port on MolSmart device driver, you must have change it here too.
e. Go to Input/Output -> IR Outputs -> Add New IR Sender
Add new Global Cache IR Output

mmunication Devi

’R SRS

Name Global Cache

System # 13219
Status Color Coding Enabled

Climate

Lighting Status

Caontent = Driver Version 8.7 Build 602.0 Rel
o Driver Vendor ELAN
= 14 CGlo ache GC- iTach Installed 962023 16:28

Media

Video 14 Te Device Type Global Cache

o5 Global Cache B :

Communication Device GlobalCache GC-100, iTach

Module:Device

Irrigation riggers

g. Setup Global Cache IR Output
h. In Communication Device, select the interface added in step “b”

i. SetModule to “1” and Device to the number of IR port you want to use (1%, 2 or 3)
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1* - Port 1 and blaster sharing same channel.

Common Mistakes

1. Incorrect IP address or TCP port settings.
2. Incorrect Channel ID or Button ID settings.
3. Incorrect TCP Server Port Setup.

ELAN Developer Partner Information

This ELAN driver was written and supported by:

[ )
‘ DDM www.zoomdigitalhome.com.br

© drivers@zoomdigitalhome.com.br

digital home
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